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STROBBER RS1500-WAB

Tool washing system with integrated water treatment — Quick Operating Guide

NOTE! This quick guide does not replace the complete operating manual. Safety instructions, maintenance and
troubleshooting: see the complete operating manual STROBBER RS1500-WAB (item no. 111540008).

1. Commissioning (Start-up)

—

Set up the machine.

Connect to the water supply: first fit the supplied water pre-filter to the cold water connection, only then connect
the machine's solenoid valves. The filter prevents the roller cleaner nozzles from clogging more frequently.

Connect the wastewater drain, plug in the machine and wait until the home screen has loaded.

Turn on the water and check all screw connections for leaks.

Carry out a function check of the solenoid valves. Press the green button.

On the home screen, press the wrench symbol at the bottom right — switches to the first settings screen. (Fig. 1)

Set the desired language.

Press the home symbol — return to the home screen.
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Press the green button above the selector switch, turn on the water and let it run until the solenoid valve (Aquastop)
shuts off automatically.
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Operate the selector switch and check the function of the high-pressure cleaner.

Test the three pumps individually: on the display, press ,Pump Treatment® for 3-5 seconds, then ,Pump Clean
Water®, then ,Pump Sludge®, and check that all pumps are running.
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The machine is now basically ready for operation.
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Fig. 1: Homereen and flrst settmgs screen

2. Operation Step by Step
2.1 Cleaning paint rollers (normal operation)

Strip excess paint off the roller as thoroughly as possible before cleaning, to keep water consumption low.

Insert the roller into the roller cleaner (max. @ 110 mm) and close the lid.

Operate the selector switch and rinse the roller until clean water comes out of the bottom of the roller cleaner
housing.

After use, clean the roller cleaner of paint residue immediately using the supplied spray hose.

Water consumption: 515 litres per roller, depending on the degree of soiling.
2.2 Water treatment (separation process)

n CAUTION! Wear protective gloves. Observe the safety data sheet of the separating agent manufacturer.

As soon as the wastewater tank under the washing station reaches its maximum volume, the display shows the
message ,Please add separating agent” (Fig. 2) and the roller cleaner switches off automatically.

The treatment process can also be started manually. Water should not remain in the tank for longer than 2 days.
(Treatment button)

Acknowledge the message on the display.

As soon as the water in the tank is moving, gently sprinkle in the separating agent in the specified dosage. Avoid
overdosing — this causes excessive, sticky sludge.

The separation process now runs automatically (duration approx. 10—25 minutes).

Completion is shown on the display; clean water drain-off and paint sludge extraction run automatically.
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Al Remove filter baskets if needed and dispose of the paint sludge (see Section 3).

If afilter is full or the drain is not flowing, the washing station pauses and waits until this has been checked. Pressing
LAcknowledge“ on the corresponding message (Fig. 3) resumes the programme.

Fig. 2: Message ,Please add separating agent” Fig. 3: Message ,Please check filter/drain”
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Fig. 4: First settings screen — language selection, cleaning programme, screen-clean mode, fine adjustment and home button.

3. Cleaning After Use (after every use)

Clean the basin.

Check filter baskets and dispose of paint sludge.

Rinse off residual separation sludge in the treatment tank with the spray hose, as long as it has not yet dried on.
Pump off the sludge water using manual control ,Pump Sludge®.

Once a month, run the cleaning programme (button ,Clean® on the first settings screen) — the messages on the
display guide you through the programme. (Fig. 5)

The ,Screen-Clean® button on the first settings screen makes the display touch-insensitive for 20 seconds, so it
can be cleaned with a suitable cleaning agent.

The machine is ready for the next use.
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Fig. 5: Touchscreen — Cleaning programme

Detailed maintenance intervals, fault table and safety instructions: see the complete operating manual.
4. Fine Adjustment (optional)
n NOTE! Pre-set at the factory. Adjustment only by qualified personnel — see the complete operating manual.

Various parameters can be readjusted here. The wrench symbol on the settings screen (Fig. 4) provides access. If in doubt, the
,Reset to Factory Settings” button restores the as-delivered state.

Klarwasser
Intervall Aus
Schlamm

Intervall Aus

Reset auf
Werkseinstellungen
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Fig. 6: Fine adjustment clean water/sludge (intervals) Fig. 7: Fine adjustment water/treatment/settling/sludge
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Klarwasser Ein. Klarwasser Aus = Schlamm Ein . Schlamm Aus Wasser
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